7ZENS

LIGHTNING PROTECTION SOLUTION

In-situ Tested against Lightning _ _ Exported to many Countries

Manufactured by :

PT2Eus PRIMA GARDA® )| ¥ |

Authorized Dealer :



Why to choose ZEUS ?

ZEUS offers hig ducts and team
3 C ¢ s equipped with
COMPETENCE and EXPRERIENCE.

P ZEUS offers complete solution to your lightning PRIMA AIR TERMINAL
sroblems. Our products cover not only Arna Material : Copper, Stainless Steel
ightning (direc @) protection, but also internal Cross Section : 1.25 inch

ge and transient) prot _ Length : 30 cm
can protect your buildings and space as we
your power supply, -ommunication equipment,
information system and contral system.

P ZEUS lightning protection products are __,_i__ ZEUS ESE AIR TERMINAL
manufactured based on intensive research and -,
testing since 1990 at ITB Lightning Research Station Material  : Copper, Stainless Steel
(SPP — ITB) at Tangkuban Perahu Mountain at Weight :3kg
#2030 m above sea level and the only natural Length : 30 cm
lightning research station under the equator &
tropical area.

P ZEUS acquires ha 1'u||| exr:lgsive support from
Laboratory of High Voltage and Current Engineer
of B.EII"I{,!L:—IE]E Institute of Technology “..i'lh(:f;ﬂt[ DOWN CONDUCTOR SHIELDED CABLE
Teknik Tegangan dan Arus Tinggi — ITB) in design B
and production. ZEUS professional team consist
of experts and engineers with 30 years experience
in design, installation and implementation of
lightning protection system in the tropical region.

Inductance 15 5 uH
MNominal Size : 50 mm2/20 kv
Approx. Outer Areas : 1,5 - 50 mm2
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Since 3 decades we built strong cooperation with
manr lightning research institute from around the
world and also with lightning protectors
manufacturer such as Global Atmospheric Inc. MAGNETIC TAPE
USA, Tucson-Arizona, ERICO USA, Global ) . i L .
Lightning Technology Australia and others. Far simple recording of lightning intensity
P ZEUS lightning protection products have been

recognized by I'E’hnz' customers as the most reliable

and suitable product to protect equipment and

installation against lightning hazard in the tropical

area. The products are widely used in Indonesia

and also exported to other tropical countries with

high intensity of lightning such as Malaysia,

Thailand, Philippines, Brunei, Vietnam and other

Asian countries,

Prima Equipotential Bonding Bar (PEB)

For main equipotential bonding, comb shaped terminal
with 7 contact tabs.

P ZEUS products are manufactured by an 150 9001:
2000 certified company (Certificate 1D07/0980
from SGS System Certification).
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Prima Isolating Spark Gap

For lightning protection equipotential bonding and
. for installation in communication / signaling system.
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POWERLINE PROTECTION
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E1 : Level 1, 3 Phase, Arrester 0 - 104N E3 : Lovel 3, 1 Phase (oukst), £30

-

For integrating power supply lines into the lightning
= protection equipotential bonding system,

N F 5

E3: Loval 3, 1 Phiase, Arrostor 2 = 3, €30

PRIMA COMBI GUARD

Surge protective device providing combined protection for mains and data input.
There are provided on TV, LAN, Fax and Power Guard for function types.

e TV Combi Guard : for mains data input of TV, radio & video equipment.

® LAN Combi Guard : for mains data input of LAN components.

e FAX Combi Guard : for mains data input of telephone and modem.

TELECOMMUNICATIONS PROTECTION

PRIMA TELCO GUARD

Plug in m?e arrester for protecting communication / signaling,
systern and equipment using line system with LSA-PLUS
disconnecting block terminal.

B 11, for 1 line Iﬂmn%ﬂj}t}&ﬁ siﬂ Tlr-p.,e.g : RI] 1 {single Pair]' LSA-PLUS {]n Paiﬁ;}
Deseanneting block

PRIMA RADIO GUARD

Arrester suitable to protect radio equipment against surge and
induction caused by tropical lightning,

Types : Rb, Bn, Ru, Rf

Raiz LIHF-Conm,

PRIMA DATA GUARD

For protection of storey distributor (hub) and computer system.
Hub data guard surge protection module is fitted with 8, 16 and 24
ports and another connector types.

. Serial Data Arrester Types : DB9, DB15, DB25, DB60, DV35

_ vewwwwww UTP Data Arrester Types  : Hub Data Guard 24 pors, 16 ports,
= 8 pons, Data Guard RJ45

DVas

Hub Data Guard 24 pots Hub Data Guard 8 poris

PRIMA CONTROL GUARD

s T - Two pole, universal surge protective device for installation in
=== modular terminal block systems protecting information technology
= £ systems & equipment. Two part design : base as feed throu
FE MA ] terminal to fit the protection modules surge protection ules
...E..RI : §f4 J to be selected. Safe grounding via support rail with
c24 €24 - Lihra Skim snap on mechanism,
Types : C5-5 volt; C24-24V and C110-110V







